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Cable Ties Series

BEISIT  Electric >

NYLON CABLE TIE

MOUNTING CABLE TIE/MARKER  CABLE TIE
/

RELEASABLE CABLE TIE/RELEASABLE CABLE TIE

/
DOUBLE LOCKING CABLE TIE/DOUBLE HEAD CABLE TIE

/
PUSH  MOUNT  TIE/WIRE COLLECT TIE 

HOOK & LOOP CABLE TIE(MAGIC CABLE TIE)

STAINLESS STEEL BALL LOCK TIE

STAINLESS STEEL TIE (LADDER TYPE)

CABLE TIE PACKING OF SERIES

CABLE TIE BUNDLER / TIE GUN SERIES

CIRCLE NAIL CABLE CLIP/SQUARE NAIL CABLE CLIP

EXPAND NAILS

METAL NAIL CABLE CLIP 

SCREW ON WIRE CONNECTOR

SPIRAL WRAPPING BAND/SPIRAL WRAPPING BAND

ECM-TYPE WIRE MARKERS

HEAT-SHRINKABLE TUBINGS

ARCHITECTURE & DECORATING WIRE DUCT

INSULATING DISTRIBUTING SLOT



NYLON CABLE TIE

01 02

STORAGE CONDITIONS

PRODUCT SERVICERoHS

BT-2.5 60

BT-2.5 80

BT-2.5 100

BT-2.5 120

BT-2.5 150

BT-2.5 160

BT-2.5 200

2.4

3.2

4.0

4.7

6.0

6.3

8.0

60

80

100

120

150

160

200

2.5

2-11

2-16

2-22

2-30

2-35

2-40

3-50

3.6

BT-3.6 140

BT-3.6 150

BT-3.6 180

BT-3.6 200

BT-3.6 250

BT-3.6 280

BT-3.6 300

BT-3.6 370

5.5

6.0

7.1

8.0

10

11

12

14.6

140

150

180

200

250

280

300

370

3-33

3-35

3-42

3-50

3-65

3-70

3-80

3-105

Tensile  Strength:40lbs (18kgs)

4.8

BT-4.8 120

BT-4.8 160

BT-4.8 180

BT-4.8 190

BT-4.8 200

BT-4.8 250

BT-4.8 280

BT-4.8 300

BT-4.8 350

BT-4.8 360

BT-4.8 370

BT-4.8 380

BT-4.8 400

BT-4.8 430

BT-4.8 450

BT-4.8 500

4.7

6.3

7.1

7.5

8.0

10

11

12

14

14.2

14.6

15

16

16.9

17.7

19.7

120

160

180

190

200

250

280

300

350

360

370

380

400

430

450

500

3-30

3-40

3-42

3-46

3-50

3-65

3-70

3-80

3-90

3-94

3-98

3-102

3-105

3-120

3-130

3-150

Tensile  Strength:50lbs (22kgs)

Material:  UL Approved Nylon 66/94V-2, corrosion resistant, well insulation, difficult  to aging and strongly

             endurable.

Color:   Natural, UV Resistant black and other colors customized.

UL 66 94V-2

( )

Tensile  Strength:18lbs (8kgs)

INCH MM

W
MM

 E
      BUNDLE 
    DIAMETER

MM

ITEM  NO.

INCH MM

W
MM

 E
      BUNDLE 
    DIAMETER

MM

ITEM  NO.

INCH MM

W
MM

 E
      BUNDLE 
    DIAMETER

MM

ITEM  NO.

Tensile  Strength:120lbs (55kgs)

INCH MM

W
MM

 E
      BUNDLE 
    DIAMETER

MM

ITEM  NO.

PRODUCT SERVICERoHS

Nylon is inherent  susceptible to environmental conditions. PA66 cable ties are moisturized to optimum 

performance level at machine-side and should be stored  in cool  and dry areas out of direct sunlight. 

Cable ties are packaged in plastic bags and should remain sealed until  ready for use.

BT-7.2 150

BT-7.2 200

BT-7.2 250

BT-7.2 280

BT-7.2 300

BT-7.2 350

BT-7.2 370

BT-7.2 380

BT-7.2 400

BT-7.2 450

BT-7.2 500

BT-7.2 530

BT-7.2 550

6.0

8.0

10

11

12

14

14.6

15

16

18

20

20.9

21.6

150

200

250

280

300

350

370

380

400

450

500

530

550

7.2

3-35

3-50

4-65

4-78

4-80

4-90

4-98

4-100

4-105

4-110

4-150

4-160

4-165

INCH MM

W
MM

 E
      BUNDLE 
    DIAMETER

MM

ITEM  NO.

BT-9.0 400

BT-9.0 450

BT-9.0 500

BT-9.0 550

BT-9.0 600

BT-9.0 650

BT-9.0 720

BT-9.0 800

BT-9.0 900

BT-9.0 1000

BT-9.0 1100

BT-9.0 1200

16

18

20

21.6

23.6

25.6

28.3

31.5

35.5

29.4

43.3

47.2

400

450

500

550

600

650

720

800

900

1000

1100

1200

9.0

8-105

8-118

8-150

8-160

8-170

8-185

10-195

10-230

10-265

10-300

10-335

10-370

Tensile  Strength:175lbs (80kgs)

INCH MM

W
MM

 E
      BUNDLE 
    DIAMETER

MM

ITEM  NO.

BT-12 650

BT-12 900

25.6

25.5

650

900
12

14-185

14-265

Tensile  Strength:250lbs (114kgs)

L

W

E
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NYLON CABLE TIE



MT-100

MT-200

MT-210

4

8

8.3

100

200

210

2.5

4.6

3.0

22

50

55

18

50

18

8.0

22.0

8.0

25 8

28 13

28 20
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W
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MOUNTING CABLE TIE

UL 66 94V-2

Material: UL Approved Nylon 66/94V-2, corrosion resistant, well insulation, difficult  to aging

Usage: After bundled wires,  fix them on plate  by screwing.

L

W

MH-100MA 4 100 2.5 18 8.022

MH-150 6 150 32

40 18MH-100 4 100 3.6 22

KGS

( )
TENSILE  STRENGTH

LBS

MH-200 8 200 4.8 42 50 22

MH-300 12 300 7.2 80 120 55

7.2 90MH-350 14 350

MH-200A 8 200 120 55507.2

120 55

3.6 40 18

MAX.BUNDLE
DIA.   MM

MARKER  CABLE TIE

Material: UL Approved Nylon 66/94V-2, corrosion resistant, well insulation, difficult  to aging

Usage: Can make a mark on the blank tag at the head of the cable tie.

UL 66 94V-2

INCH MM

W
MMITEM  NO.

KGS

( )
TENSILE  STRENGTH

LBS

MAX.BUNDLE
DIA.   MM

MARKER
SIZE(MM)

RELEASABLE CABLE TIE

UL 66 94V-2

Material: UL Approved Nylon 66/94V-2, corrosion resistant, well insulation, difficult  to aging

Usage: Temporary or permanent bundling, and can quickly  add or reduce strapping content.

INCH MM

W
MMITEM  NO.

KGS

( )
TENSILE  STRENGTH

LBS

MAX.BUNDLE
DIA.   MM

RT-150

RT-200

RT-250

RT-300

150

200

250

300

6

8

10

12

7.2

35

50

65

80

50 22

RT-200MA 8 200 4.8 50 40 18

RELEASABLE CABLE TIE

Material: UL Approved Nylon 66/94V-2, corrosion resistant, well insulation, difficult  to aging

Usage: Temporary or permanent bundling, allows for quick addition or removal  of wires or items.

RL-100

RL-150

RL-200

RL-250

22

35

50

65

100

150

200

250

3.6

4.7

4.7

4.8

40

50

50

50

18

22

22

22

W

L

: UL 66 94V-2,

:

W
MMITEM  NO.

KGS

( )
TENSILE  STRENGTH

LBS

MAX.BUNDLE
DIA.   MM
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KGS

( )
TENSILE  STRENGTH

LBS

MAX.BUNDLE
DIA.   MM

INCH MM

W
MMITEM  NO.

KGS

TENSILE  STRENGTH

LBS

DOUBLE LOCKING CABLE TIE

Material: UL Approved Nylon 12/94V-2, corrosion resistant, well insulation, difficult  to aging

Usage: Double locking design,  strongly endurable for securing and bundling of cables  in the utility and

           construction industries.

: UL 12 , 94V-2

:

L

W

DL-180

DL-260

DL-350

180

260

350

7

10

13

1 / 4

5/8

45

66

90

88

110

110

40

50

50

9.0

9.0

9.0

DOUBLE HEAD CABLE TIE

Material: UL Approved Nylon 66/94V-2, corrosion resistant, well insulation, difficult  to aging

1.3

W

L

RDCV-225

RDCV-300

RDCV-370

225

300

370

8 7/8 4.8

4.8

4.8

117/8

14 9/16

 D1  D2

MAX. MIN. MAX. MIN.

22

22

22

50

50

50

2.0

2.0

2.0

52

76

98

2.5

2.5

2.5

59

83

105

PUSH  MOUNT  TIE

Material: UL approved Nylon 66/94-V-2,corrosion resistant, well insulation,  difficult to aging.

Usage: Quick mounting one piece design securely attaches  bundles to panel.

INCH MM

W
MMITEM  NO.

KGS

( )
TENSILE  STRENGTH

LBS

MAX.BUNDLE
DIA.   MM

INCH MM

( )
HOLE  DIA

INCH MM

PANEL THICKNESS

4

6

8

100

155

200

2.5

3.6

4.8

25

35

50

18

40

50

8.0

18

22

PM-100

PM-150

PM-200

0.189

0.181

0.236

4.8

4.6

6.0

0.094

0.091

0.118

2.4

2.3

3.0

W

L

WIRE COLLECT TIE

PE

:

Material: PE

Usage: Wrap  electrical  cords  for  ship ping  and  packaging. Inexpensive and Reusable.

INCH MM

W
MMITEM  NO.

KGS

( )
TENSILE  STRENGTH

LBS

MAX.BUNDLE
DIA.   MM

WC-100

WC-120

WC-150

100

145

170

4

5.7

6.7

=

=

18

30

8

14

25

40

50



INCH MM

W
MMITEM  NO. PACKING
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INCH MM

W
MMITEM  NO.

UL 66 94V-2

Material: UL approved Nylon 66/94-V-2,corrosion resistant, well insulation,  difficult to aging.

Usage: Quick mounting one piece design securely attaches  bundles to panel.

HOOK & LOOP CABLE TIE(MAGIC CABLE TIE)

DIE-CUT CABLE TIE(AGGLUTINATION)

Reusable hook and loop cable ties, idea for  temporary applications, strong and durable.

HL-12 125

HL-12 150

HL-12 200

HL-13 240

HL-21 250

125

150

200

240

250

5

6

8

9.4

10

12

12

12

13

21

PACKING

10pcs

DIE-CUT CABLE TIE(ULTRASONIC WELDING)

Reusable hook and loop cable ties, idea for  temporary applications, strong and durable.

Note: Customer can select required products, according to their actual requirements.

A+B   A+B DIE-CUT CABLE TIE(ULTRASONIC WELDING)

MG-10 180

MG-15 250

180

250

7

10

10

15
20pcs

HOOK & LOOP CABLE TIE(PACKING LIST)

MEAS

CM

/

PCS/SET

/

G.W/N.W

KGS

10

10

10

10

10

200

200

200

200

100

40 30 22

40 30 24

40 30 28

47 44 28

40 30 32

/

SET/CTN PACK/NG

POLYBAG

WITH CARD

ITEM NO.

5/4

7/6

8/7

15/13

10/9

HL-12 125

HL-12 150

HL-12 200

HL-13 240

HL-21 250

MG-12 180

MG-15 250

20

20

150

150

30 58 50

38 55 48

BLISTER
WITH CARD

8/7

15/14

MEAS

CM

/

PCS/SET

/

G.W/N.W

KGS

/

SET/CTN PACK/NGITEM NO.

HOOK & LOOP TIE(FASTENING TAPE)

 25

 16 20 25 30 38 50 75 100 125mm

length: 25mm per roll.

width: 12.5,16,20,25,30,38,50,75,100mm.

PACKING DETAILS

WIDTH YARD/ROLL ROLL/CASE QUANTITYITEM  NO.

12.5mm

16mm

20mm

25mm

30mm

38mm

50mm

75mm

100m

27.5y/r

27.5y/r

27.5y/r

27.5y/r

27.5y/r

27.5y/r

27.5y/r

27.5y/r

27.5y/r

60r

60r

50r

40r

32r

28r

20r

14r

10r

1650y

1650y

1375y

1100y

880y

770y

550y

385y

275y

HLR-12.5

HLR-16

HLR-20

HLR-25

HLR-30

HLR-38

HLR-50

HLR-75

HLR-100

35 standard  colors are available for  our Hook&loop ties. Because it  is different to organize,differentto some extent

while dying, generally regarding 80% as the acceptable  standard to the color  rate. 









BT-15100  CABLE TIE BUNDLER

The  helps you complete thousands of jobs quickly and easily.
No need to use tangled rope,messy tie wraps,or sticky tape!

CABLE TIE BUNDLER

You can use the for:CABLE TIE BUNDLER

Thousands of other uses for home,

work and sport!

Garbage bags

Gardening

Luggage

Shipping

Storage

Automotive

Tools

Electrical

Crafts

Security

Camping

Biking

OPERATION INSTRUCTION

27
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CABLE TIE BUNDLER
TIE GUN SERIES

Clip Loading Procedure

Take out the belt from the body.
Remove the pusher 
Remove the  pusher by 
grabbing both sides and 
pulling gently. 

Load the clips. 
Insert the clip stick and then pult
it out after inserting all the way to 
the back. The clips will then be set 
in the body.

The srtting procedure is then
compieted by pushing the lever 
once. A clip will then come down 
from above.Binding can then be
perfomed twenty times without
reloading the clips. 

1

Pusher
Clip stick

Pusher1

2
Body Pusher

Belt

Correctly insert the clip stick as 
shown in the diagram.

Clips Stick

Clip STICK

Lever

2 4

Usage

Pull out the belt form the end
of the body as shown in the
diagram. (The belt will come
out through the clips.)Do not
touch the lever at this time. 

Wrap the belt around the object to
be bound from below, and insert the 
end all the way into the clip. 
A clicking sound is produced  when 
the belt is inserted. ( The irregular 
surface of the belt is on the outside
at this time. )

After checking that there is no
looseness in the belt.push the 
lever to cut the belt. Move the
binder away from the object 
being bound while pushing on
the lever. This completes  the
binding procedure. 

Pulling on or twisting the binder can damage the head. 

Lever

Insert the belt with the 
irregular surface down 

Belt Insertion Hole
Pusher

Attach the pusher in its
originat location. 3

Position the binder by pressing it 
against the object to be bound, and 
pull only the belt without moving the
binder. It the lever is touched at this
tims, a brake will be activated that will 
prevent the belt from being tightened.

3 41 2

Belt Replacement 

Take off the empty belt bobbin
and install the new belt.Install
the new belt so that the belt is 
wound as shown in the diagram.

Insert into the body. 

First, open the belt case as per the 
direction of the arrow.

close the belt case as per the direction 
of the arrow after wrapping up the belt. 
And pass belt through the main body,
please read the introduction to get more 
detailed information about binding up.

1 2 3

Proper Usage Procedure

Problem : The binder cannot be moved away
                 from the object being bound

The binder will
not be able to 
be pulled away 
from the object 
being bound
unless the lever
is pushed. 

When reusing clips ( that have been separated ).
object will not be able to be bound if the clips are 
not oriented properly.

Clip
Clip Stick

 BEISIT ELECTRIC (HANGZHOU) CO. LTD

Precautions Concerning Use

The belt may become hard if it becomes

dry, if  the belt  becomes  dry, moisten it 

with a damp towel. This will make the belt 

easy to use. 

The belt may break if used with excessive fore.

Pull on the belt after confirming that  the 

end is meshing with the clip (caution is 

repuired when using the binder at high 

locations).

Blade Replacement 

Body

BladeHead



Wiring Accessories

For fast and safe tensioning and cutting the cable ties off from 2.4mm to 4.8mm

Material:Plastic.

BT-1 BT-2 TIE GUN

BT-1 BT-2

PACKING

For fast,safe tensioning and cut-off of cable tie form 2.4mm to 4.8mm

Material:steel

BT-3 TIE GUN

For fast,safe tensioning and cut-off of cable tie form 4.8mm to 13mm

Material:steel

BT-4 TIE GUN

29

PRODUCT SERVICERoHS

 BEISIT ELECTRIC (HANGZHOU) CO. LTD TEL: 0086-571-8738 6812 8738 6813     FAX: 0086-571-8738 6823     E-mail: info@beisit.com      www.beisit.com

TIE GUN SERIES

BT-3 BT-4

BEISIT  Electric >



Material: PP,  Steel nail.

How to use: Put the cable under the clip and hammer the nail into the wall to secure the cable. 

Application: Securing  of  calbes  for  general  indoor  wiring.

H

R

H

H1

R

CIRCLE NAIL CABLE CLIP

100pcs

  H

 MM

 R

  MM

 Nail

    MM PACKING

4mm

5mm

6mm

7mm

8mm

9mm

10mm

12mm

14mm

16mm

18mm

20mm

22mm

25mm

30mm

35mm

40mm

5.3

6.5

8.1

8.7

9.6

10.7

11.7

12.8

14.9

16.9

20.8

23.6

25.0

27.7

33.1

36.6

45.2

4

5

6

7

8

9

10

12

14

16

18

20

22

25

30

35

40

1.7 15

1.7 15

1.7 17

1.8 19

1.9 21

2.0 22

2.05 25

2.05 27

2.4 32

2.5 35

2.5 37

2.8 42

2.8 48

3.2 48

3.2 53

3.2 58

3.4 60

SIZE

EN-06

EN-08

EN-10

EN-12

29.8

38.6

42.7

47.9

6.0

7.9

9.9

11.6

4.9

5.3

5.8

6.3

Material:PE.

Color:White Grey

ITEM.NO.

 L

(mm)

 D

(mm)

 D

(mm)

EXPAND NAILS

31
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SQUARE NAIL CABLE CLIP

4mm

5mm

6mm

7mm

8mm

9mm

10mm

12mm

14mm

6.0

6.0

6.5

7.0

7.5

8.2

8.6

9.0

11.2

3.8

3.8

4.1

4.7

5.0

5.4

5.7

6.1

6.5

4

5

6

7

8

9

10

12

14

1.7 15

1.7 15

1.7 16

1.9 18

2.05 20

2.05 23

2.3 23

2.3 23

2.4 30

100pcs

H

 (MM)

 Nail

   (MM) PACKINGH1(MM) R(MM)SIZE

L

D d

BT-1501

SCREW ON WIRE CONNECTOR

Material: UL nylon66, with spring inside.
Usage: peel wire coat, insert the wire into the connector, and then tightened.

Item No .

P71

P72

P73

P74

P75

D
(mm)

Suitable
Wire

Height
(mm)

Width
(mm)

15

18

23

24.2

27.8

8.7

10.0

11.2

13.6

16.1

6.5

7.5

9.5

10.8

12.7

min 20 1+ 22 1
max 16 2

min 20 3
max 16 3

min 20 3
max 16 3+ 18 1

min 14 1+ 18 1
max 14 4+ 18 1

min 14 2
max 10 2+ 12 2

D W

H

Material: PP, Steel nail.

How to use: Put the cable under the clip and hammer the nail into 

                    the wall to secure the cable.

Application: Securing  of  cables  for, indoor  wiring.



ECM-TYPE WIRE MARKERS

Material:  PE.

Usage:  Fix one end with safety belt first, then circle the wires clockwise to make them tightened.

Application:  Protect electric wires from wearing, as insulation for electric wires and make them looks nice.

WRAPPING  RANGE

(mm )

BT-6SW

BT-8SW

BT-10SW

BT-12SW

BT-16SW

BT-20SW

BT-25SW

4

6

7.5

9

13

16

21

6

8

10

12

16

20

25

7.0

10.8

11.4

13.9

15.0

18.2

19.6

4 50

6 60

7.5 60

9 65

12 70

15 100

20 130D

D1

W

  D  D1   W

SPIRAL WRAPPING BAND

SIZE PACKING

BT-15A

BT-20A

BT-25A

BT-30A

15mm

10m2.5m
20mm

25mm

30mm

Material: Soft  PVC,  concave  conversed  shape, ode word printed on the sleeve, big elasticity of
               inner diameter. How  to  use: Peel  each  hack  lightly
Feature:  Suitable for any size of wires, length and special marking is available to order.
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SPIRAL WRAPPING BAND

ITEM  NO .

ITEM  NO .

SUITABLE  WIRE IN-DIAMETER LENGTH   No.

18AWG

16AWG

0.75

0.75
1.25
2.0

3.0

3.5
5.5
8.0

8.0

14.0

22.0

2.0-3.0

3.0-5.2

3.6-7.4

5.2-10.0

3.5

4.0

5.0

5.0

0.9

GEC-0

GEC-1

GEC-2

GEC-3

      A-Z 

ITEM  NO .

HEAT-SHRINKABLE TUBINGS

Apporved date:

UL2240,105 ,660V,VW-1,CSA,125 ,660V,OFT

F:105 UL CSA

F2:125 UL CSA

F32:125 UL,DSA

BT-1

BT-1.5

BT-2

BT-2.5

BT-3

BT-3.5

BT-4

BT-5

BT-6

BT-7

BT-8

BT-9

BT-10

BT-11

BT-12

BT-13

BT-14

BT-15

BT-16

BT-17

BT-18

BT-20

BT-22

BT-25

BT-28

BT-30

BT-35

BT-40

BT-50

BT-60

BT-70

BT-80

BT-90

BT-100

BT-150

1.0

1.5

2.0

2.5

3.0

3.5

4.0

5.0

6.0

7.0

8.0

9.0

10.0

11.0

12.0

13.0

14.0

15.0

16.0

17.0

18.0

20.0

22.0

25.0

28.0

30.0

35.0

40.0

50.0

60.0

70.0

80.0

90.0

100.0

150.0

0.2 0.05

0.2 0.05

0.25 0.05

0.25 0.05

0.25 0.05

0.25 0.05

0.25 0.05

0.35 0.05

0.35 0.05

0.35 0.05

0.35 0.05

0.35 0.05

0.35 0.05

0.35 0.05

0.35 0.1

0.35 0.1

0.35 0.1

0.35 0.1

0.35 0.1

0.35 0.1

0.4 0.1

0.5 0.1

0.5 0.1

0.5 0.1

0.5 0.1

0.5 0.1

0.5 0.1

0.5 0.1

0.5 0.1

0.6 0.1

0.6 0.1

0.6 0.1

0.6 0.1

0.7 0.1

0.8 0.1

0.5

0.75

1.0

1.25

1.5

1.75

2.0

2.5

3.0

3.5

4.0

4.5

5.0

5.5

6.0

6.5

7.0

7.5

8.0

8.5

9.0

10.0

11.0

12.5

14.0

15.0

17.5

20.0

25.0

30.0

35.0

40.0

45.0

50.0

75.0

400

300

200

100

50

25

0.4 0.05

0.4 0.05

0.45 0.1

0.45 0.1

0.45 0.1

0.45 0.1

0.45 0.1

0.55 0.1

0.55 0.1

0.55 0.1

0.55 0.1

0.55 0.1

0.60 0.1

0.60 0.1

0.70 0.1

0.70 0.1

0.70 0.1

0.70 0.1

0.70 0.1

0.70 0.1

0.80 0.1

0.90 0.1

0.90 0.1

0.90 0.1

0.90 0.1

1.00 0.2

1.00 0.2

1.00 0.2

1.00 0.2

1.20 0.2

1.20 0.2

1.20 0.2

1.30 0.2

1.30 0.2

1.60 0.2

As Supplied

I.D(mm) Thickness

Packing
M/Roll

ITEM  NO .
I.D(mm) Thickness

After Shrinkage




